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Ceiling Tile 
& Panels, 

Insulation Board, 

Hard board 

U.S.G. technology develops the 
best to beautify, quiet, insulate 

A s a leading producer of various forms of wood-fiber 
insulation board since 1930, United States Gypsum 
has been in the forefront of product improvements. 
Products made from wood fibers have been refined 
to retain the basic qualities of wood itself—durability and 
strength—while adding advantages of insulation value, 
reduced weight, moisture resistance, resiliency and the 
porosity necessary to absorb sound. 

Widely accepted because of U.S.G.’s exceptional quality 
standards, this product line now includes: 

Ceiling Tile— Wood fiber, both decorative and acoustical 
types, in a wide variety of outstanding surface patterns and 
finishes. Handsome embossed Aegean pattern, available in 
decorative tile and panels, shown on front cover. 

Ceiling Panels— Wood fiber, decorative and acoustical types 
available with remarkable acrylic surface to withstand re¬ 
peated washings. Also, fire-resistant mineral fiber panels in 
two eye-pleasing patterns. 

Insulation Board— Such dependable structural products as 
insulating sheathing, sound-deadening board, insulating 
building board and shingle backer. 

Hardboard— Versatile, smooth-two-sides wood fiber products 
for almost unlimited building and industrial uses; in regular, 
tempered and perforated types. 


NOTICE: The following trademarks used herein are owned by 
United States Gypsum Company: USG; QUIETONE; DUPLEX; 
DURON; STRUCTOBOARD; SHEETROCK; HI-LITE; AUDICOTE; 
CONCORDE; CHINA GLAZE; GLATEX; MAYFAIR; ORIENTAL; 
EPOXICAL; SUPER-TITE; SHOWERFOLD; FLOAT-AWAY; 
FLOAT-A-JUST; PERF-A-TAPE; DURABOND; DUR-A-BEAD; 
FIRECODE; TEXTONE; WAL-LITE; RED TOP; GRAND PRIZE; 
IVORY; CHAMPION; IMPERIAL; DIAMOND; STRUCTO-LITE; 
ROCKLATH; PYROBAR; THERMAFIBER; INSO-BAK; TEXOLITE; 
DURA-DRI; DURA-STOP; COVER COAT; CEMENTICO; DURACAL; 
METAL COAT; ACREPOX; PRO-KYD; A-B TEX. 


CEILING TILE AND PANELS 
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USG Decorative Snowdrift 
Tile and Panels 



USG Decorative Golden Veil 

Tile and Panels 
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USG Decorative 
Tile and Panels 

Travertine 


i Decorative Terress 
ile and Panels 


USG Decorative Aegean 
Tile and Panels 


USG Decorative Custom 
Tile and Panels 


USG Decorative Custom-Crylic 
Tile 


USG Acoustical Pin-Perf USG Decorative Hi-Lite 

Tile Tile 

For other types and patterns, see pages 6 and 7. 


Copyright 1972, United States Gypsum Company 
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Bright, cheerful surface of embossed Terress decorative ceiling panels, accented by rectangular 
pattern of suspended ceiling grid, provides dramatic simplicity for this contemporary room. 









































4 CEILING PRODUCTS TILE AND PANEL PATTERNS 


Pin-Perf, with thousands of minute sound-absorbing perforations 
on bone-white background—wood fiber in two acoustical tile 
styles; wood fiber and mineral fiber, in acoustical panels. 


Golden Veil, with embossed metallic flecks in non-repeating 
pattern glistening against white background—wood fiber, in 
acoustical and decorative tile; decorative panels. 



Custom, double-coated surface of bright white, with light 
reflectance of more than 80% and smooth ironed bevels painted 
to match surface. Wood fiber, in decorative tile and panels. 

In center is Luminous Panel, of flat white styrene plastic with 
washable matte finish for use with fluorescent fixtures. 


Aegean, in a handsome embossed pattern resembling soft 
white clouds. Washable vinyl surface stays appealingly 
attractive. Wood fiber, in decorative tile and panels. 













CEILING PRODUCTS 
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Terress, three-dimensional pattern of gentle ridges 
and craters protected by durable, washable vinyl surface. 
Wood fiber, in decorative tile and panels. 



Snowdrift, softly textured like newly fallen snow, 
with winter-white surface for high light reflectance. 
Washable vinyl paint surface. Wood fiber, in acoustical 
and decorative tile; decorative panels. 


Fissured, deep-etched pattern with actual fissures. Wood fiber, 
in acoustical panels. Also in special MF Firecode panels 
for fire-rating requirements. Shown with woodgrain finish grid. 



Hi-Lite, lightly textured white surface with unpainted 
bevels to accentuate rectangular pattern of ceiling. Ideal for 
low-cost ceiling application. Wood fiber, in decorative tile. 









6 CEILING PRODUCTS 


USG DECORATIVE 
CEILING TILE 


To restore and beautify cracked, deteriorated ceilings, USG 
Decorative Ceiling Tile provides both economy and ease of 
installation—also practical for new rooms. Where sound 
control is not a problem, these attractive tile designs pro¬ 
vide a serviceable ceiling surface plus insulation value 
against heat and cold. 

Decorative tile is currently available in the appealing sur¬ 
face patterns illustrated here and listed at right. 

Kwik-Lok Joint Detail 

Tongue 

Stapling or 
Nailing Flange 





Fitted Joint 


All Decorative and Acoustical Tiles have the exclusive 
tongue-and-groove Kwik-Lok Joint which provides secure 
attachment by stapling or nailing to furring strips or stapling 
direct to gypsum panel ceiling. 


USG DECORATIVE TILE-SPECIFICATIONS 


Product 

S No. e 

Type of 
Tile 

Size 

(in.) 


Pcs. 

/Ctn. 

Sq. Ft. 
/Ctn. 

Snowdrift 

320 

Twin 

12x24 

T-G 

20 

40 


310 

Square 

12x12 

T-G 

40 

40 

Golden Veil 

600 

Twin 

12x24 

T-G 

20 

40 


*600-T 

Square 

12x12 

T-G 

40 

40 

Travertine 

*77 

Twin 

12x24 

T-G 

20 

40 

Terress 

*22 

Twin 

12x24 

T-G 

20 

40 



Square 

12x12 

T-G 

40 

40 

Aegean 

*33 

Twin 

12x24 

T-G 

20 

40 


*33-T 

Square 

12x12 

T-G 

40 

40 

Hi-Lite 

50 

Twin 

12x24 

T-G 

20 

40 


50-T 

Square 

12x12 

T-G 

40 

40 

Custom 

10 

Twin 

12x24 

T-G 

20 

40 


10-T 

Square 

12x12 

T-G 

40 

40 

Custom-Crylic 

*100 

Twin 

12x24 

T-G 

20 

40 


*100-T 

Square 

12x12 

T-G 

40 

40 


*ln limited distribution; check local availability. 

Federal Specification: USG Decorative Tiles meet #LLL-l-535 Class D. Approx. 
Weight per M sq. ft.: Snowdrift— 1,000 lbs.; other styles— 950 lbs. Cleaning and 
Painting: Most USG Decorative Tiles are washable; they may be brush or spray 
painted, following normal procedures. Limitations: Use not recommended below 
wainscot height or in locations subject to severe impact or abrasion, or in areas 
exposed to constant steam or high humidity. Edge Abbreviations: T-G—Tongue 
& Groove. 


QUIETONE ACOUSTICAL 
CEILING TILE 


Quietone Acoustical Ceiling Tile is the product which 
pleases the ear as it pleases the eye. The attractive surface 
designs add beauty to any room and at the same time pro¬ 
vide effective, permanent sound control. 

Quietone is made from a porous wood-fiber mat which is 
chemically treated to resist moisture. The tile has hundreds 
of unobtrusive perforations per sq. ft. to trap sound energy- 
break up sound waves striking it—so effectively that 
Quietone absorbs up to 65% of internal room noise. 

In addition to acoustical patterns illustrated is USG Pin- 
Perf (primed bevel)—bone white, with dust-free perfora¬ 
tions to absorb noise; light reflectance of 75%. 

Both Decorative and Acoustical Tile are in. thick, both 
in 12x12-in. square tile and 12x24-in. Twin-Tile that is 
center-grooved to appear as two single tiles. Twin-Tile 
offers such advantages over square tile as faster installation, 
easier alignment, 50% fewer staples to buy and apply,and 
more secure attachment. 


QUIETONE ACOUSTICAL TILE-SPECIFICATIONS 


Product 

s r e 

Type of 
Tile 

Size 

(in.) 

Ty E 5 e ge° f 

Pcs. 

/Ctn. 

Sq. Ft. 
/Ctn. 

Golden Veil 

256 

Twin 

12x24 

T-G 

20 

40 


*256-T 

Square 

12x12 

T-G 

40 

40 

Snowdrift 

800 

Twin 

12x24 

T-G 

20 

40 


*810 

Square 

12x12 

T-G 

40 

40 

Fissured 

16 

Twin 

12x24 

T-G 

30 

60 


*16-T 

Square 

12x12 

T-G 

60 

60 

Pin-Perf 

25 

Twin 

12x24 

T-G 

20 

40 


25-T 

Square 

12x12 

T-G 

40 

40 

USG Pin-Perf 

28 

Twin 

12x24 

T-G 

20 

40 


28-T 

Square 

12x12 

T-G 

40 

40 

Custom-Crylic 

*125-T 

Square 

12x12 

T-G 

40 

40 


*ln limited distribution; check local availability. 


Federal Specification: QUIETONE Tiles meet #SS-A-118 Class C. Approx. Weight 
per M sq. ft.: Snowdrift—1,000 lbs.; Fissured—810 lbs.; other styles—925 lbs. 
Cleaning and Painting: Most QUIETONE Tiles are washable; they may be brush 
or spray painted, following normal procedures. Limitations: Use not recom¬ 
mended below wainscot height or in locations subject to severe impact or abrasion, 
or in areas exposed to constant steam or high humidity. Edge Abbreviations: 
T-G—Tongue & Groove. 












CEILING PRODUCTS 7 


USG CEILING PANELS 
AND GRID SYSTEM 


Wood Fiber Decorative Panels by U.S.G. offer one of the 
lowest-cost methods of finishing a ceiling. They are without 
special acoustical properties, but add significant insulating 
value. Available in in- thickness, 2x4 and 2x2-ft. sizes for 
complete flexibility of simple lay-in installation. They come 
in five beautiful patterns shown on previous pages. 

Wood Fiber Acoustical Panels in the QuiETONE line, in 2x4-ft. 
sizes, provide efficient sound control and simple grid-system 
installation. They are Yi in* thick and available in brilliant 
white Pin-Perf and distinctive Fissured patterns. 

Mineral Fiber Acoustical Panels— QuiETONE MF—combine 
rated fire resistance with the convenience of lay-in ceiling 
installation. Manufactured by a process incorporating pre¬ 
pared mineral fiber and lightweight perlite, Quietone MF 
Panels are rated noncombustible Class 25, with a flame 
spread index of 25. 

Available in 2x4-ft. panels, nom. % in. thick, Quietone MF 
offers superior sound conditioning—a Sound Transmission 
Class rating of 39 and absorption of 55% to 65% of the noise 
striking its surface. The material is carefully formulated to 
give optimum balance between sound attenuation and 
absorption. In addition, its extra strength and moisture 
resistance make it ideal for such uses as commercial laun¬ 
dries and kitchens. Offered in two eye-pleasing designs, 
Pin-Perf and Fissured. 

USG Luminous Panels are made in 2x4-ft. module to blend 
with all USG Ceiling Panels in layout and appearance. Of 
flat white styrene plastic, they have a washable matte finish 
to provide smooth, diffused light; 55% light transmission 
rating. For use with fluorescent tube fixtures. 

USG Series S-l Suspended Ceiling Grid completes the inte¬ 
grated ceiling panel system in which all parts—from one 
manufacturer—are designed to coordinate. Simple lay-in 
installation is used to lower high ceilings, hide an unsightly 
surface, plumbing or ductwork, or to finish a room by cover¬ 
ing exposed joists. The system is designed for both com¬ 
mercial ceilings and do-it-yourself home use. 

The self-aligning steel grid employs three basic compo¬ 
nents—wall angle, main tees and cross tees—no special 
clamps, joints, tabs or tools needed. Available in three color 
choices: White, Black and Woodgrain. The electro-galvanized 
parts interlock (right) to form strong, rigid 2x4 or 2x2-ft. 
grid openings. To estimate lin. ft. of components needed, 
divide room’s sq. ft. area by 4 for main tee, by 2 for 2x4 
module cross tee, by 4 for 2x2 module cross tee; for wall 
angle, add room length to width and double. 


USG CEILING PANELS 

Panel Product 

-SPECIFICATIONS 

Style Thick- Pcs. 
No. ness /Ctn. 

Sq. Ft. Wt. /Ctn 
/Ctn. (lbs.) 

USG WOOD FIBER DECORATIVE 

PANELS 



Custom 2'x4' 

260 

y 2 " 

8 

64 

61 

Snowdrift 2'x4' 

360 

W 

8 

64 

64 

Snowdrift 2'x2' 

*350 

1 / 2 " 

16 

64 

64 

Golden Veil 2'x4' 

560 

1 /2 W 

8 

64 

61 

Golden Veil 2'x2' 

*550 

y 2 " 

16 

64 

61 

Terress 2'x4' 

*88 

y 2 " 

8 

64 

61 

Aegean 2'x4' 

*95 

y 2 " 

8 

64 

61 

QUIETONE WOOD FIBER ACOUSTICAL PANELS 


Pin-Perf 2'x4' 

860 

w 

8 

64 

59 

Fissured 2'x4' 

660 

y 2 " 

8 

64 

52 

QUIETONE MF MINERAL FIBER PANELS 



Pin-Perf 2'x4' 

MF 40 


6 

48 

56 

Fissured 2'x4' 

MF 80 

%* 

8 

64 

74 

FI RECODE Fissured 2'x4' 

— 

% w 

6 

48 

66 

USG LUMINOUS PANELS 





Luminous 2'x4' 

— 

.08" 

25 

200 

86 

Luminous 2'x2' 

— 

.06" 

50 

200 

86 

*ln limited distribution; check local availability. 




NOTE: All panels are square 

edged. Federal Specifications: QUIETONE MF 

Panels meet #SS-A-118b Class A; QUIETONE Wood Fiber Panels meet tfSS-A-118b 

Class C; USG Decorative Wood Fiber Panels meet #LLL-l-535 Class D. 


USG SERIES S-l 






SUSPENDED CEILING 


Pcs. Lin. Ft. Wt./Ctn. 

GRID PARTS 

Length 

/Ctn. 

/Ctn. 

(lbs.) 

Main Tee 

12' 

25 

300 

90 

Cross Tee (2'x2') 

2' 

75 

150 

35 

Cross Tee (2'x4') 

4' 

75 

300 

62 

Wall Angle 

12' 

50 

600 

80 

NOTE: Main tees are suspended with conventional wire hangers. 


GRIDS IN THREE COLOR CHOICES 



White Black Woodgrain 


Typical Installation 















8 INSULATION BOARD 


USG INSULATION BOARD 


Rigid wood fiber insulation board is made into a variety of 
USG structural products that excel in strength, moisture 
resistance, insulation value and durability. Manufactured to 
a specified tensile and transverse strength, with “k” insulat¬ 
ing value of .36 to .42. Products include the following: 

USG Insulating Sheathing is the top-quality material on the 
market for sheathing wood-frame exterior walls under clap¬ 
board or aluminum siding, masonry veneer, wood or asbestos 
shingles, or stucco. Has at least 24% lower heat conductivity 
than wood sheathing; tight weatherproof joints—no back-up 
paper necessary. Waste is negligible, and up to 1,200 sq. ft. 
can be erected per man per day. Available in two types: 

A. USG Regular Insulating Sheathing— asphalt coated and/ 
or impregnated, % or l A-\n. thickness, three sizes. May re¬ 
quire use of knee or k-braces with wood framing. 


B. USG Corner-Brace (Intermediate) Sheathing— has extra 
strength to normally eliminate need for bracing when applied 
vertically. Asphalt impregnated and/or coated, two sizes, 

USG Sound Deadening Board is a low-density wood fiber board 
3^-in. thick and available in 4x8, 4x10 and 4xl2-ft. sizes. 
Sound tests have proved that a layer of sound deadening 
board behind gypsum panels (illustrated, right) can greatly 
reduce sound transmission through a partition.^Also in a 
‘ medTum^density "mineral jioer ooard containing perlite and 
felted into a strong, sound-deadening mat, available in 4x8- 
and 4x9-ft. panels (for use in metal stud-gypsum panel 
partitions). 


USG Insulating Building Board is a J^-in. thick interior surfac¬ 
ing material for walls and ceilings of attics, recreation and 
storage rooms, garages and summer cottages—also farm 
buildings. Available in three sizes; factory finished in a 
white Hi-Lite painted surface. 


DUPLEX Wallboard is a low-cost utility board %-in. thick, 
for same interior uses as USG Building Board; also for all 
types of temporary buildings. In white Hi-Lite finish. 


USG Shingle-Backer is a special insulating undercourse for 
wood shingle siding, eliminating wasteful use of shingles and 
deepening wall’s natural shadow lines. Used with USG 
Insulating Sheathing, it can reduce heat loss of an uninsu¬ 
lated wall by as much as 40%. Grooved nail is recommended. 

USG Roof Insulation is a felted moisture-resistant board for 
above-deck application under built-up waterproof roofing. 
Available in 3^-in. thickness increments up to 3 in. Cant 
strips and tapered edge strips may be ordered separately. 




2x4 studs 


16" c to c 


Vz n USG 
sound dea 
board 


%" SH 
gypsum | 











































USG INSULATION BOARD-SPECIFICATIONS 
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PRODUCT 

Size 

Nom. 

Thickness 

Type 

Edge 

Finish 

Framing 

Spacing 

Approx. 

Wt. per M 
Sq. Ft. (lbs.) 

Pcs. 

/Bdl. 

Sq. Ft. 
/Bdl. 

Insul. 

Value 

Meets 

Federal 

Specs. 

USG Regular 

2'x8' 

25 / 32 " 

T&G 

Asphalt 

12, 16, 24" 

1250 

(1) 

(1) 

.38(k) 

LLL-l-535 | 

Insulating Sheathing 

2'x8' 

W 

“V" 

Impreg. 

12" or 16" 

810 




Class E I 


4'x8' 

25 / 32 " 

Sq. 

and/or 

12, 16, 24" 

1250 






4'x9' 

25 /32 ff 

Sq. 

Coated 

12, 16, 24" 

1250 






4'x8' 

w 

Sq. 


12" or 16" 

810 






4'x9' 

Vz n 

Sq. 


12" or 16" 

810 





*USG Comer Brace 

4'x8' 

Vz" 

Sq. 

Asphalt 

12" or 16" 

1075 

(1) 

(1) 

.40(k) 

LLL-l-535 ! 

Insulating Sheathing 

4'x9' 

Vz" 


Impreg. 

and/or 

Coated 






Class E \ 

Nailinc 

y. 2” nail or 

l 1 // staple for 

25 / 32 " sheat 

hiing; iy 2 " nail 

or staple for y 2 " 

sheathing. 





Wood 

4'x8' 

y 2 " 

Sq. 

Natural 

_ 

720 

(1) 

(1) 

_ 

LLL-l-535 ! 

Fiber 

4'xlO' 









Class A 

USG Sound 

Deadening 

4'xl2' 










Board 

Mineral 

4'x8' 

y 2 " 

Sq. 

Natural 

_ 

1030 

(1) 

(1) 

_ 

_ 

Fiber 

4'x9' 










USG Insulating 

4'x8' 

w 

Sq. 

Hi-Lite 

12" or 16" 

750 

6 

192 

.36(k) 

LLL-l-535 

Building Board 

4'xlO' 







240 


Class D j 


4'xl2' 







288 



DUPLEX Wallboard 

4'x8' 

%" 

Sq. 

Hi-Lite 

12" or 16" 

575 

8 

256 

.36(k) 

LLL-l-535 j 


4'xlO' 







320 


Class D 

♦USG Shingle- 

11 %"x4' 

%" 

Sq. 

Asphalt 

12" or 16" 

600 

28 

109% 

_ 

LLL-l-535 | 

Backer 

13y 2 "x4' 



Impreg. 



25 

112% 

.38(k) 

Class G 


15"x4' 



and/or 



20 

100 




15y 2 "x4' 



Coated 



22 

1.13% 



♦USG Roof Insulation 

2'x4' 

w 

Sq- 

Asphalt 

_ 

685 

14 

112 

•72(c) 

LLL-l-525 ; 



1" 


Impreg. 


1375 

7 

56 

.36(c) 

Class C J 



iy 2 " 


and/or 


2050 

5 

40 

•24(c) 




2" 


Coated 


2550 

4 

32 

•19(c) 



♦Distribution limited to areas of market demand; check local availability. 


(1) Supplied in various unitized shipments by plants— 
see your U.S.G. Representative for details. 































10 HARDBOARD PRODUCTS 



Counter Tops 
Door Panels 
Cabinet Doors 
Hang-up Boards 
Chair Pads 


Valances 
Wainscoting 
Garage Lining 
Bed Boards 
Storage Bins 


Chalkboards 
Radiator Covers 
Drawer Bottoms 
Shelves 
Incubators 
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DURON HARDBOARD & SPECIFICATIONS 


HARDBOARD PRODUCTS 11 


Duron is the distinctive smooth-both-sides hardboard that 
leads its field in quality and usefulness. Adaptable to struc¬ 
tural and commercial uses, it also is the ideal material for 
dozens of do-it-yourself home improvement projects. 

Because its strong wood fibers are closely felted into a dense 
homogeneous mat, Duron provides a hard surface without 
extreme brittleness—highly resistant to indentation. It can 
be cut with a saw, die cut, bent, punched, drilled, nailed, 
screw attached, cemented, painted, lacquered or waxed. 

Square-edge Duron Hardboard is available in 34 » and 
22S (34 in. nominal) thicknesses, in sizes 4 ft. wide and a 
variety of lengths, in these products: 

Regular DURON— the standard product for countless interior 
uses such as cabinet doors and counter tops. Flexible and 
capable of taking unusual wear and tear; 34-in. plain or 
perforated; also ^-in. and 22S (34 in. nominal) thicknesses. 

Tempered DURON— stronger, harder, more moisture-resistant 
and scuff-resistant board impregnated with polymerized oils. 
Excels in paintability. For more demanding uses; 34-in. 


thickness plain or perforated; also 3 /f 6 -in. and 22S (34 in. 
nominal). 

Perforated DURON— the highest-in-demand consumer product 
because of its versatile uses in home and business, such as 
the efficient kitchen and home workshop illustrated at left. 
Available in 34-in. and 22S (J4 in. nominal) Regular and 
Tempered grades. Perforations are ^fg-in. and 9 A 2 -in. diam. 
in 34-in. and 22S thicknesses respectively; both 1 in. on 
centers. 

DURON Underlayment— specially made as a nom. 34-in. base 
for linoleum, cork, asphalt or vinyl tile and other floor 
coverings. Eliminates unevenness of subfloor, covers joints 
and cracks, provides good adhesive bond. 

When used for wainscoting or wall paneling, Duron Hard¬ 
board should be preconditioned by sponging the back of each 
piece with water and stacking face to face for 24 hours before 
application. 34-in. Duron should be applied only to a solid 
backing; 3 /f 6 -in. and 22S (34-in. nominal) types may also be 
applied directly to studs spaced not over 16 in. o.c. 



HARDBOARD PRODUCTS-SPECIFICATIONS 


Nom. 
Thickness 
& Type 



DURON HARDBOARD 


Regular 

Vs" Plain 

Vs" Perforated 

3 /i6 w Plain 

22S OA" nom.) 

750 

725 

975 

1225 

200 

200 

200 

200 

200 

200 

100 

100 

200 

200 

100 

100 

100 

100 

100-8750-12' 

100-8750-12' 

Tempered 

Vs" Plain 

825 

200 

200 

200 

100 

Vs" Perforated 

800 

200 

200 

200 

100 

3 /i6 w Plain 

1050 

200 

100 

100 

100-8'/50-12' 

22S OA" nom.) 

1300 

200 

100 

100 

100-8750-12' 


DURON UNDERLAYMENT 


Regular 






3/ 16 "(.190) 

975 

— 

50 

50 

— 


♦Distribution limited to specific areas; check local availability. 

















































































U.S.G. products for building 


ACOUSTICAL MATERIAL 

AUDICOTE and HI-LITE acoustical plaster 
QUIETONE ceiling tile, panels 
USG sound-deadening board 
USG acoustical sealant 

SHEATHING 

USG insulating sheathing 

USG gypsum sheathing 

FIRE FIGHTER gypsum roof membrane 

EXTERIOR WALL & CEILING SURFACES 

CONCORDE mineral shingles and barn shakes 
CHINA-GLAZE glazed-surface siding 
GLATEX glazed-surface siding 
MAYFAIR plastic-surface shakes 
ORIENTAL exterior stucco 
USG exterior gypsum ceiling board 
EPOXICAL Matrix for embedding aggregates 

ROOFING 

USG asphalt shingles and roll roofing 
SUPER-TITE roof coatings and cements 

METAL SPECIALTIES 

USG metal drywall and plastering accessories 
USG decorative expanded metal 
SHOWERFOLD shower and tub enclosures 
FLOAT-AWAY closet door systems 
FLOAT-A-JUST closet shelves and rods 

INTERIOR WALL AND CEILING SURFACES 

SHEETROCK SW noncombustible gypsum panels, used 
with USG or DURABOND joint system, 

USG #900 and DUR-A-BEAD corner reinforcement 
SHEETROCK SW FIRECODE gypsum panels 
SHEETROCK W/R water-resistant gypsum panels 
TEXTONE vinyl-faced gypsum panels 
USG R.H. Base and R.H. SHEETROCK Filler for radiant 
heat ceilings 

DURABOND construction adhesives 

DURON hardboard, plain/perforated 

WAL-LITE predecorated wall panels 

USG ceiling tile, panels and building board 

RED TOP and radiant heat gypsum plasters 

GRAND PRIZE, IVORY and RED TOP finish lime 

RED TOP, STAR and CHAMPION gypsum gauging plaster 

IMPERIAL veneer plaster 

DIAMOND finish plaster 

STRUCTO-LITE basecoat plaster 

ORIENTAL interior finish plaster 


PLASTER BASES 

ROCKLATH noncombustible gypsum lath 
IMPERIAL noncombustible gypsum plaster base 
USG metal lath and accessories 
PYROBAR gypsum partition tile 
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INSULATION 

THERMAFIBER insulating wool, in blankets or loose fill 
INSO-BAK rigid insulation 


SURFACE PREPARATION MATERIALS 

SHEETROCK sealer 
TEXOLITE primer-sealer 

USG alkyd sealers, undercoat, block filler, joint compounds 
IMPERIAL house primer 
TEXOLITE spackling putty 
RED TOP patching plaster 
USG acrylic caulk 
DURA-DRI and DURA-STOP moisture-control compounds 
R/M DURA-DRI ready-mixed masonry coating 
COVER COAT concrete finishing compound 
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DECORATING PRODUCTS 

USG alkyd house paints 
IMPERIAL gloss house paint 
USG Vinyl Exterior masonry paint 
CEMENTICO masonry paint 
R/M CEMENTICO masonry paint 

GRAND PRIZE latex interior, exterior paints and enamels 
TAL latex wall paint 
USG vinyl wall paint 

DIAMOND Lustre and Eggshell enamels 

USG Texture paints for interior use 

USG Spray Coat interior latex coating 

DURACAL interior and exterior texture paint, latex or alkyd 

METAL COAT enamel and primers 

USG floor paint and enamel, latex or polyurethane 

USG floor and trim varnish, wood stains 

USG Epoxy Coatings system 

ACREPOX finish 
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DIAMOND finish plaster 
STRUCTO-LITE basecoat plaster 
ORIENTAL interior finish plaster 
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